
Buried Ducts in Vented Attics in Hot-humid and Mixed-humid 
Climate Zones - Code Compliance Brief

Overview: 

The intent of this brief is to provide code-related information about buried ducts in vented attics to help ensure that the measure 
will be accepted as being in compliance with the code.  Providing notes for code officials on how to plan review and conduct field 
inspections can help provide jurisdictional officials with information for acceptance.  Providing the same information to all builders, 
designers, and others is expected to result in increased compliance and fewer innovations being questioned at the time of plan 
review and/or field inspection.

Ducts buried in the insulation of vented attics in hot-humid and mixed-humid climates are not addressed in the International 
Energy Conservation Code (IECC) or International Residential Code (IRC).  This measure is an identified code barrier because it 
is not discouraged or encouraged by the recent model codes (IECC/IRC).  This measure has been researched (successfully 
installed, tested, and monitored) and found to be nearly as effective as requiring that ducts be installed in conditioned spaces 
(inside the building thermal envelope[1] or inside the air barrier).  This alternative method is endorsed by Building America has 
been submitted to the International Code Council (ICC) as a proposed code change for the 2018 IECC/IRC code cycle.  The 
“measure/alternative method” of the study was based on R-8 duct insulation.  The proposed code changes require a higher level 
of duct insulation in hot-humid and mixed-humid climates.

Buried ducts in vented attics, provide a cost-effective, energy-efficient alternative solution to installing ducts inside conditioned 
space.  This is particularly useful for avoiding challenges resulting from many house configurations, including single-story, slab-
on-grade, and two-story houses with complicated framing or open floor plans.  Adapting house designs with standard interior 
ducts may require the addition of duct chases, dropped ceilings, soffits, or floors.

Moving the ducting outside the building thermal envelope using the alternate system requires the ducts to be insulated, sealed, 
installed close to the ceiling in a vented attic, and covered with attic insulation to minimize energy loss.  Based on Building 
America research, ducts insulated to a minimum R-8 with common duct insulation material, sealed with conventional duct sealing 
material, and covered with a minimum R-30 attic insulation performed without any condensation issues. 

The next section (Plan Review) lists current applicable code sections in the 2015 IECC/IRC.  However, keep in mind, this 
measure is a code barrier, and for that main reason, overall code acceptance (plan review, permitting, installation, and field 
inspection/verification) would fall under the code section described below:

2015 IECC/IRC, Section R102.1/R104.11 Alternative Materials, Design and Method of Construction and Equipment the 
code is not intended to prevent the installation of any material or prohibit any design or method of construction not specifically 
prescribed in the 2015 IECC/IRC, provided that any such alternative has been approved.  The code official (CO) is permitted to 
approve an alternative material, design, or method of construction where the CO finds that the proposed design is satisfactory 
and complies with the intent of the provisions of this code, and the material, method, or work offered is for the purpose intended, 
or at least the equivalent of that prescribed in the code.

 

[1]The building thermal envelope” in the 2015 IECC is defined as the basement walls, exterior walls, floor, roof, and any other 
building elements that enclose conditioned space or provide a boundary between conditioned space and exempt or 
unconditioned space.

Plan Review: 

This section lists the applicable code requirements and details helpful for plan review regarding the provisions to meet the 
requirements for “buried ducts in vented attics in hot-humid and mixed-humid climates.”

Per the 2015 IECC/IRC, Section R103.3/R106.3 Examination of documents.  The code official/building official must examine, 
or cause to be examined, construction documents for code compliance.

2015 IECC/IRC, Section R103.2/N1101.5 Information on construction documents.  Construction documents should include:

Duct design specifications and layout (refer to Technical Validation/References Section for sources of case studies and 
example duct designs) 
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Completed ACCA Manual J heating and load calculations.  Designers must consider non-typical adjustments for some 
inputs including duct area, duct leakage, and duct
R-value.  Current software calculates duct surface area as a percentage of conditioned floor area (depending upon duct 
layout); therefore, the designer should calculate the actual duct areas for the most accurate results because the duct 
area will be considerably less than a typical duct layout design.  Furthermore, for buried ducts, the required input for the 
insulation would be the effective R-value.  For more information, see Building America research (Shapiro, Zoeller, and 
Mantha 2013).

Section R302.1/N1101.9, Interior Design Conditions.  The interior design temperatures used for heating and cooling 
load calculations should be a maximum
of 72°F (22°C) for heating and minimum of 75°F (24°C) for cooling. 

Completed ACCA Manual D for sizing of ducts based on Manual J loads

Completed ACCA Manual T for supply and return air registers, size and location

Completed ACCA Manual S for correctly sizing mechanical systems.

Specified R-values of duct insulation (minimum R-8 duct insulation for buried ducts is the recommended and tested best 
practice, depending on climate zone) and sealant materials.

Specified R-values of ceiling insulation (ducts covered with a minimum R-30 attic insulation, installed over the top of the ducts, 
was used at the Building America test house and tested).  It should be noted, depending upon the code, location, and climate 
zone, the minimum R-value for attic insulation could be higher than R-30.

Air sealing materials and specifications for the buried ducts and ceiling assembly.

Duct System Provisions

2015 IECC/IRC, Section R403.3/N1103.3 Ducts.  Ducts and air handlers shall be in accordance with Sections 
R403.3.1/N1103.3.1 through R403.3.5/N1103.3.5.

R403.3.1/N1103.3.1 Insulation (prescriptive).  Supply and return ducts in attics should be insulated to a minimum of R-8 
where 3 inches (76 millimeters) in diameter and greater and R-6 where less than 3 inches (76 millimeters) in diameter.  Supply 
and return ducts in other portions of the building shall be insulated to a minimum of R-6 where 3 inches
(76 millimeters) in diameter or greater and R-4.2 where less than 3 inches (76 millimeters) in diameter.  (Per the Building 
America research, a minimum R-8 duct insulation would be required on all buried ducts.)

Exception:

Ducts or portions thereof located completely inside the building thermal envelope.  (Buried ducts will be installed outside the 
building thermal envelope so this exception would not apply.)

R403.3.2/N1103.3.2 Sealing (mandatory).  Ducts, air handlers, and filter boxes shall be sealed.  Joints and seams shall 
comply with either the International Mechanical Code or IRC, as applicable.

Exceptions:

1. Air-impermeable spray foam products shall be permitted to be applied without additional joint seals.

2. For ducts having a static pressure classification of less than 2 inches of water column (500 Pa), additional closure systems 
shall not be required for continuously welded joints and seams, and locking-type joints and seams of other than the snap-lock 
and button-lock types.

R403.3.2.1/N1103.3.2.1 Sealed Air Handler.  Air handlers shall have a manufacturer’s designation for an air leakage of no 
more than 2% of the design air flow rate when tested in accordance with ASHRAE 193.

R403.3.3/N1103.3.3 Duct testing (mandatory).  Ducts shall be pressure tested to determine air leakage by one of the 
following methods:

1. Rough-in test.  Total leakage shall be measured with a pressure differential of
0.1 inch water gage (25 Pa) across the system, including the manufacturer’s air handler enclosure if installed at the time of the 
test.  All registers shall be taped or otherwise sealed during the test.

2. Post-construction test.  Total leakage shall be measured with a pressure differential of 0.1 inch water gauge (25 Pa) across the 
entire system, including the manufacturer’s air handler enclosure.  Registers shall be taped or otherwise sealed during the test.

Exception:

A duct air leakage test shall not be required where the ducts and air handlers are located entirely within the building thermal 
envelope.  A written report of the results
of the test shall be signed by the party conducting the test and provided to the code official.  (Because the ducts will be installed 
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outside the building thermal envelope, this exception would not apply.)

R403.3.4/N1103.3.4 Duct Leakage (prescriptive).  The total leakage of the ducts, measured in accordance with Section 
R403.3.3/N1103.3.3, shall be as follows:

Rough-in test.  The total leakage shall be less than or equal to 4 cubic feet per minute (113.3 L/min) per 100 square feet (9.29 m
2) of conditioned floor area where the air handler is installed at the time of the test.  Where the air handler is not installed at the 
time of the test, the total leakage shall be less than or equal to 3 cubic feet per minute (85 L/min) per 100 square feet (9.29 m2) 
of conditioned floor area.

Post-Construction test.  Total leakage shall be less than or equal to 4 cubic feet per minute (113.3 L/min) per 100 square feet 
(9.29 m2) of conditioned floor area.

R403.3.5/N1103.3.5 Building Cavities (mandatory).  Building framing cavities should not be used as ducts or plenums.

Building Thermal Envelope Assembly (ceiling provisions)

2015 IECC/IRC, Section R402.1.2/N1102.1.2 Insulation Criteria.  The building thermal envelope must meet the requirements of 
Table R402.1.2/N1102.1.2, based on the climate zone specified in Chapter 3 and the building assemblies associated with the 
vented attic (ceilings) that are considered part of the building thermal envelope.  (Per Building America research, a minimum R-
30 attic insulation installed over the top of the ducts would be required.)  Again, it should be noted, depending upon the code, 
location, and climate zone, the minimum R-value for attic insulation could be greater than R-30.

2015 IECC/IRC, Section R402.1.3/N1102.1.3 R-Value Computation.  Insulation material used in layers, such as framing 
cavity insulation, or continuous insulation should be summed to compute the corresponding component R-value.  Computed R-
values should not include an R-value for other building materials or air films. 

Excerpt from the 2015 IECC/IRC, Insulation Requirements by Component Table R402.1.2/N1102.1.2
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2015 IECC/IRC, Section R402.1.4/N1102.1.4 U-Factor Alternative.  An assembly with a U-factor equal to or less than that 
specified in Table R402.1.4/N1102.1.4 should be permitted as an alternative to the R-value in Table R402.1.2/N1102.1.2.

Excerpt from the 2015 IECC/IRC, Equivalent U-factor Table R402.1.4/N1102.1.4 
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https://basc.pnnl.gov/data%3Aimage/png%3Bbase64%2CiVBORw0KGgoAAAANSUhEUgAAAlsAAAAwCAYAAAAmab/BAAAAAXNSR0IArs4c6QAAAARnQU1BAACxjwv8YQUAAAAJcEhZcwAACxMAAAsTAQCanBgAABCHSURBVHhe7Z1daBxHEoBLJoQ85kHGf6CIsBKxT%2BREgiFaOcEBJ4cVTARnO3B50JO1HIZIHNjgEJGATAI%2BOFYBc1jyix4cuNgHCubWXGKQSWzpwODoQCcHSQRFkMjGCvjRT9mr6p/ZntHO7szuzKp7XB%2BMpPmv6uquqa7uGbWVEWAYhmEYhmFSYYf6zTAMwzAMw6TAjidPnsDjx4/VKuMqrtuR5bcT9g/Zhu3rFlm3F%2BlGOmYF015tr776avnXX3%2BFzs5OsYFxk/X1dfjtt9%2BctSPLbydZ1YuRsH3dIuv2Wltbgx07dkBHR4fa4jZkr2effRa%2B//57aCsUCuUfNu7B4XcPqt2Mi9z66q747aodWX47yapejITt6xZZt1fW9CN9cjtfhsuXL0Pbxx9/XP7fw//AiT//Qe1mXOTq3/8tfrtqR5bfTrKqFyNh%2B7pF1u2VNf1In9/teg0%2B%2BeQTniDPMAzDMAyTJhxsMQzDMAzDpEj0YOv2VXjv938xlquwoHYBbEJpyNwWXLeILXqoZfy%2BOoCpxsI4lZOF9qyDlLuyTN1WOxzkwZXPDV0stoVuY2Ftav1bGPP0MJfPobSujrGW%2BzDlyWvaIGx7XCz1nVv8ZqtsVas8MmKLeu1lW9C6y2Xsyqbabjd%2BH1lZIvv9QD1P8nkRKdgSCpyehyMX/wb/%2BC8tH8JQ7zx8tp3OkRx2I5Xz0Amlg9aDNvbBubH9YjcTRDa6z66pVYegekty63p77jjAzdMuPNCrgE5g5MIawPFTqMspOALY/oa%2BhQdqtz1gfZmaV3/XQeii2yItH8CADS8hRfYtG/CLrkvrj2AdOqFb%2BJPs8eCnDfzZCUPXLbOVh6u2iNFeWgb5/E9hGgZhQvnN5QtfOOE3d7//geFPKs/3g4fE7tpQu8c4R/oleW6Sz4sIwdZ9uK6c/ClP4HYYmK7V4PT%2BE5BKfadCOTYDy2q1YW7PwjR2WbrPvpmOnM5DPURsdKl269JDNzxdb3vf7MOfazD/nRu9NB%2B6kyA6BTthH1XYhYf2BVuqTTlLVN/S2wdHetfgZ%2B8B/xCWe/dA8/FHyr6zITbh3tf4DIA9sNfGN/JdtoWN7WV9Cebpufj2AdiNq71jtZ719vLgyheibI9cjGg/qjf4q/vFnfizHV55mz6vYdSrJqkfbN1ehJv468ibcTI/OgWp0q/kwCgtN/6tLzU5ddtM9wZSdvocb9ERJl57TDnDa1O4Xad4/dd6r26vX/co%2BuCP77fLTQItu16qpKfx2iVjeMqfaowrh%2B30wTmvh%2BA2sncO0PGCaW8XeQQ/U6U83mNZJ0G2qSNnB6FbbWkIr%2B3rtqfbpNHLDPoHXyaqVhvUbfgqTPl8Ee0L8y3V2AX7cijGTzJwF3Urh9vEmkGoHyO0LJ8b%2BmpdA35tW32Oqm%2BUTa16/wCRdK6hj3n%2B%2BJLaWAtXbZFQe0kaFXS47SdVkqh3EI5FyWoRh3rgCP5a/vER/tQdjIhZsQjUDbb0AyoRrj2EvdRTuC4r183T38A%2BkZbWKTujUlPv0htmoGGTNZgeo4qLvY1xVTnFfopaqYJPwU0sWEp7iuMXZmCkVkWvmtWi61AmhwIMLRc5GC2XYgHXhrRcKPeUvk8DcljNfjhlVQ%2B7GVTjS7DxbA%2BqjlHdt23om9oUoHN7Xa3XQwQ0VR5MHW/A6bPUq5yHf17ZNHqouncd8A8X%2B8S15LySiG1wATtap3Qb18MF1XxLOHtf7FSOGf3kj2uqR2wSkNPnxwxQtz7hB2vcbzt9jupwd5/9UOhRezg%2Bqs419KHztT5DWAvw0Ho4aYu47aVF6CFjmK3Mf6oZXNuIrrMqOxcNet6hzYRf0sOoyT3/ok%2BQTwLdE%2B/YKVO8vb3wStXUJCmNlXVsp%2BpZYAWmzWHDJlsKdj8cI2eNjeJeVYcgexT04PVltTynogMwdL6naOhJOn0PT%2B7AcE5sOZhWsTAu61DklLK1yLZxDsghhD3wtgN80Jyej%2BfcvAefWqbf8M7d/f6fRBC0fOFTb66aN41BtTMv266GWMepLUdtg/hAlD1e3cbjDxfsfmEPwOojbPub8MsqZQKCD/iIfizUDxpsp88xyxepPRwfV%2Bc6%2BnQcgL4IDdY9WzTQXlrKGurylrC7i3NdF2bp%2Bd4Jfa/HyM6JzCfWC%2BWXzuUwUA4mWpqgbrAlKnHLoR4CNYhPYf5t6k3JHkQYOvtGjllH4sJBhznQqlmtynUaTZ/GloNpCXqiPPXMK/MO3ca2%2BWcPrnyDzjk4JN8MRpaJJmYPVbJ4tbLtzbRBPQwVmY5d0C0etDTMVi1jGs%2BPNYJ9Pqc5nRv2wY7ZIvn2khz6ma87M9rXuPMMuw936YWuKIGzwYPvFsTwqV/vebibUFavfmZLjWPenG3ha6m653qx0psS9O6q2gvQlUOnuc1l68NV9ii2ZLUQfZ3YTlcRTw6mJRhv8fnqUkawY16Fnt%2Bg5vTQcA1tpnR8w6%2BzYzsVw0mdGHCtwfSxSg%2BzVgewmTYY/wFPWZcN%2BOUK%2BqtqvimmH2sE63xOkzo37IOdskUa7SVBKHBVfzqJeBsVye1MzLZJEGEYUaVCsSJUxm31xMF0U4s6wJO9AESna/UwpEZPbPt6SaWEgxMbK%2BhrVR1O0te5MKvOCxluDCOGHEwr0IG1PzPiIvr7Mfp7NzJNbsv8s3b11pZa1JxMMUzY4LwyOeyLdhv/AMZpThY9mPSDSHcA9VwZ9W0cUTZR2%2BDCDFwX/qzSxkVZBn1LTdphbw4DwQt4fg3HHurHkqAVPscsX0TXvVo%2BsWGdg/pEflvPJVsk314SRQ3d6rLSQ3L7YmSJthXfW4UmtdvG7td7hR3S0jvSnC3xCj06vJunSVBa9CTylF4HPXRCjBPrCbQjF/bAEAV83rdU9sNBbz8FfDQef0pORvTJFwyodI8CC9TTRS1iEiNdR0%2BKr3WdMKLKwbQCz6GKzEjF1q58oM%2BE2qD83o0covjsGn3zyPF6pdq3uYgOHT7cxXfdjr8l/YvhD2SHD9sZPaB0O1PfxpEZi4htsHcQ9s3q/WZZBn2L2BjK7hfJL1Vz7EhdP5YELfA5qMcEyh2p7jWtc8C2s7vE3L0oPBW2aAkUDKIeqqykvd379ENsOt6QHbuU9OZ/RJ0RXP8Hniy/nWRPL5q7MyXfGDMm5D%2BtZLXeZpWs2yt1/WgS/BjA6Ra1fdKH/xE1wzAMwzBPCZtQGluAvvHt6WRxsMUwDMMwTMah4dHtGw5tKxQK5R827sHhdw%2BqTYyL3Prqrvjtqh1ZfjvJql6MhO3rFlm3V9b0I31yO1%2BGy5cvQ9tLL71UfvLkCXR2ysmFjJusrcmJ/67akeW3k6zqxUjYvm6RdXtlTT/S55lnnoG7d%2B/KCfK0kSZwMe6i7eeqHVl%2BO8mqXoyE7esWWbdX1vQz9eE5WwzDMAzDMCnCwRbDMAzDMEyKRA%2B2bhSgra3NWApwQ%2B2qzypM9Jvn1FtPkhtQIHkL5pXr3291oh/30zFt0D%2BxqrZmAa17lPKucayvPvSDr4hWJ6Df24dL/wReKSlaIH%2BsezRDlnSxjYTKNlCXfW7Ed17W/IQtsB2TIavl6I5ekYItEXgMTMJwqQzlMi0rUMxPwsAWx54VbsBfR%2BcA8kVYQX3vjOTU9gYhQ/qtt23cKHTBaE9J2LE0jDasIVfosaTPwCIUV1R9KPXAaJdReVeWYG5YnieWOyPQZAl6tEL%2BOPdohizpYhuJlC2WYqFrFHq03ysNw%2BRAxeeJ80D6iPJKEWB0KKP%2BcPtgOyZDVsvRKb1ogjwt4ZTKwwBlirSSY6VczOM1YRivnjbV5K93f3VOvohHNslKsZxPvPy2Ut%2BOBOmVL%2BODWSJkq1UGjR2LdbWc906Mhj3yxzmvQjT5TezVxSS%2BXjaQUNmWhgM%2BQPoN2ZQD5zmK3fZlOwZpzF7ulGM8/ezXy9SnfmbrxgxM4q/hwaNyPRQ1XKcX39CRTsOFpfmC%2B9W18BoTBXU9XHxBq5n26y9Aoeb140CyDAidYW4UunT2zryfWCqRryC4XwiL1xoahTnaPzmA27V8/rSkX26te7%2B6XhI6KVaXYRF6oFunmXLduLYIy9Wi9BjHrk6ch8n8SXhHHLsKy4t5OClXkqUV8se5RzNkSRfbSKpsj14KZGVXYEk0ZiR4HpM8bMdkyGo5OqZX3WBrdXlR/VULChAwQFHDbhgNwjAFKs3O1Zn7EuCMuh6uTp7X15Npvzl9v49wny6cpsnByB15P4x28fp3YCSn7ucNjdH%2BORgdCsij95fwbAyuUH0YmS5Cng4R%2By7BUVFWXTA6NwwYOOM2PSQbCKpQn5NiaIjOsRQVYKLqUJzWlVVW1C%2BHdCAZCEptoqr8jpIlXSxFBrJFOEMNkobK8wcAe02qngfneTC2wnZMhqyWY1p6JfM2osp%2B5U%2B%2Bo5z8UThTxBADg6V/NfOg9bIlXXCAIpa5JXyUI8H7HT2DAQv9kRZH4RIFRpe6VEZKZ7788njZP4qU8fiqc7207MUzKojC4O4jEUrCeTMq8XS3mNwI3BHBpTFPSPQEMFCcpkCRlo9gyZzPZRPV5HeVLOliITRvtWu0B0pmDxg7lOdhWtbzwDwPxk7YjsmQ1XJMU6%2B6wVauu0f9FY7Ofs2NdnnRXxdNMIc5WBLRSLLo%2B/W0LGdJ2SjSqwu%2BPLmCha4yX4po2T9J62VvAUcHsTxUSlY89CkbKHdJQlK7tmDK7zpZ0sUSpAMGKK4EsszY%2B53WFV10%2BNLxd0wysB2TIavlmLZe9TNbwnkDTM6E95V1QJYvUiCC0Z%2BxXPJJnQz6fotxniiLy%2BFDmuZ8q2pDnzpzVQpkq/IHoAt/RQlINQ3JnhTBMe1a49Fxjm0VrZC/VXpnSRfbSLBsvZ5usAPRdQDyOrPNpAPbMRmyWo6u6RVl9v9KMU//0kfNzif023x6lj7N2Dff3tP79ZsBcdfrXS%2Bwn94moHVvv5/SMO0z5BdvIuC2ikIBQq6vjtflUU8e%2BUae2ufdS61H1j0aUexIiLJQsph/VyP0WKGfUdZUnj7dQ/bVwBr5kTj30ESV3yTOfUKPTUEXk0b0soE4eoceK/xE%2BJtIdKz31m3QDo5gu33Zjn4atZcr5RhXP9v1MvWJFGwJxE1QQG8J3lAHEdX2Jx1sIaY8w8Wt%2BwOIwvVko3PCjiS2Bjz%2B84fLRRFwGQYSBjOOMa5fOVcfr/XRiyl3usGWd/0t95VyepVKEH5sJeCMty8Mm%2BSvdV4Y0eU3sVMXk8b0soHmy7bSbv1LpWn723FNl2Ip9tuX7WjSuL3cKMf4%2Btmtl6lPRv4RNX1KQb/hZ/Hbeyni%2Bj/wZPntJKt6MRK2r1tk3V5Z08/UJ5m3EVuNN8dKv3WlvosxPPhUBloMwzAMw9iLm8FWbgSmi/StB/o%2BFQVd9CmGYSilMRufYRiGYRimCdwMtpDcyJ3Am49P5/AhwzAMwzB209be3l7e3NxUqwzDMAzDMEwSPPfcc7CxsQFts7Oz5cePH8Pg4KDaxbjIrVu3wGU7svx2klW9GAnb1y2ybq%2BZmRl4/vnn4fDhw2qL25j2aqNXEtV2hmEYhmEYJmGcnbPFMAzDMAzjAhxsMQzDMAzDpAgHWwzDMAzDMCnCwRbDMAzDMEyKcLDFMAzDMAyTGgD/B3viwOSH3K2qAAAAAElFTkSuQmCC

2015 IECC/IRC, Section R402.2.1/N1102.2.1 Ceilings with attic spaces.  Where Section R402.1.2/N1102.1.2 would require 
R-38 insulation in the ceiling, installing R-30 over 100% of the ceiling area requiring insulation should be deemed to satisfy the 
requirement for R-38 wherever the full height of uncompressed R-30 insulation extends over the wall top plate at the eaves.  
Similarly, where Section R402.1.2/N1102.1.2 would require R-49 insulation in the ceiling, installing R-38 over 100% of the 
ceiling area requiring insulation should be deemed to satisfy the requirement for R-49 insulation wherever the full height of 
uncompressed R-38 insulation extends over the wall top plate at the eaves.  This reduction should not apply to the U-factor 
alternative approach described in Section R402.1.4/N1102.1.4.

2015 IECC/IRC, Section R402.2.2/N1102.2.2 Ceilings without attic spaces.  Where Section R402.1.2/N1102.1.2 would 
require insulation levels above R-30 and the roof/ceiling assembly design does not allow sufficient space for the required 
insulation, the minimum required insulation for such roof/ceiling assemblies should be R-30.  This reduction of insulation from 
the requirements of Section R402.1.2/N1102.1.2 should be limited to 500 square feet or 20% of the total insulated ceiling area, 
whichever is less.  This reduction should not apply to the U-factor alternative approach described in Section 
R402.1.4/N1102.1.4.

2015 IECC/IRC, Section R402.2.3/N1102.2.3 Eave baffle.  For air-permeable insulation in vented attics, a baffle should 
be installed adjacent to soffit and eave vents.  Baffles should maintain an opening equal or greater than the size of the 
vent.  The baffle should extend over the top of the attic insulation.  The baffle should be permitted to be any solid material.
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2015 IECC/IRC, Section R402.2.4/N1102.2.4 Access Hatches and Doors.  Any access hatches or doors from 
conditioned spaces to unconditioned spaces such as attics must also be insulated to a level equivalent to the insulation 
on the surrounding surfaces (minimum R-30 insulation).  In addition the access hatch or door must also be provided with 
weatherstripping or gaskets to minimize air leakage.  Access should be provided to all equipment that prevents damaging 
or compressing the insulation.  A wood-framed or equivalent baffle or retainer is required to be provided when loose-fill 
insulation is installed, the purpose of which is to prevent the loose-fill insulation from spilling into the living space when the 
attic access is opened, and to provide a permanent means of maintaining the installed R-value of the loose-fill insulation.

Exception:  Vertical doors that provide access from conditioned to unconditioned spaces can be permitted to meet the 
fenestration requirements of Table R402.1.2/N1102.1.2 based upon the applicable climate zone specified in Chapter 3.

Air Sealing/Air Leakage Control

2015 IECC/IRC, R402.4/N1102.4 Air Leakage.  The building thermal envelope should be constructed to limit air leakage.

R402.4.1/N1102.4.1 Building Thermal Envelope. The sealing methods between dissimilar materials should allow for 
differential expansion and contraction.

R402.4.1.1/N1102.4.1.1 Installation.  The components listed in the Air Barrier and Insulation Installation Table[1] should be 
installed in accordance with the manufacturer’s instructions and the criteria listed as the applicable method of construction.  
Below are the General Requirements and components from the table that are applicable to sealing and insulating ceilings 
(vented attics).

2015 IRC/IECC, Air Barrier and Insulation Installation Table R402.4.1.1/N1102.4.1.1

Continuous air barrier[2] – Confirm that construction documents specify a continuous air barrier for the building components 
associated with the insulation of the ceiling (vented attic).

Ceiling/attic – The air barrier in any dropped ceiling/soffit should be aligned with the insulation and any gaps in the air barrier 
sealed.  Access openings, drop down stairs or knee wall doors to unconditioned attic spaces should be sealed.

Shafts/penetrations – Duct shafts, utility penetrations, and flue shaft openings to the exterior or unconditioned space are 
sealed.

Recessed lighting – Recessed lighting fixtures installed in the ceiling (vented attic) are sealed to the drywall.  The fixtures 
installed are air tight and IC rated.

HVAC register boots – HVAC register boots that penetrate the ceiling (vented attic) are sealed to the subfloor or drywall.

Concealed sprinklers – When required, by adopted and enforced code, are sealed, concealed fire sprinklers should only be 
sealed in a manner that is recommended by the manufacturer.  Caulking or other use adhesive sealants should not be used to 
fill voids between fire sprinkler cover plates and the ceiling.

 

[1] Table R402.4.1.1 of the IECC and Table N1102.4.1.1 of the IRC.

[2] “Continuous air barrier” in the 2015 IECC is defined as a combination of materials and assemblies that restrict or prevent the 
passage of air through the building thermal envelope.

 

Field Inspection: 

Per the 2015 IECC, Section R104 Inspections, construction or work for which a permit is required is subject to inspection.  
Construction or work is to remain accessible and exposed for inspection purposes until approved.  Required inspections include 
footing and foundation, framing and rough-in, plumbing rough-in, mechanical rough-in, and final inspection.

R104.2.4 Mechanical Rough-In Inspection.  Inspections at mechanical rough-in shall verify compliance as required by the code 
and approved plans and specifications as to installed duct system, insulation and corresponding R-values, system air leakage 
control, and testing.  Because the duct system should be installed at the ceiling and then the attic insulation applied over the top 
of the ducts, this inspection might also include the inspection of the attic sealing and insulation R-values and insulation 
installation at the same time or performed at final inspection.

In the IRC, Section R109 Inspections, the wording is somewhat different in that for onsite construction the building official, upon 
notification from the permit holder or his agent, can make, or cause to be made, any necessary inspections.  Further details are 
provided for inspections regarding foundation, plumbing, mechanical, gas and electrical, floodplain, frame and masonry, and final 
inspections.  Any additional inspections are at the discretion of the building official.

This section provides details for inspecting to the specific provisions for buried ducts in vented attics where one or more specific 
types of inspection per the IECC or IRC may be necessary to confirm compliance. Verifying code compliance would typically be 
at the mechanical rough-in and final inspection.
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Inspections should provide verification in the following areas:

Verify that joints and seams in ductwork are properly sealed, and the duct tightness report is complete and has been submitted 
per jurisdictional requirements.  If ducts are employed, verify that duct insulation is installed in accordance with manufacturer’s 
installation instructions and that the manufacturer’s R-value mark is readily available and meets the approved R-value specified 
in construction documents.

Verify that joints, seams, holes, and penetrations are caulked, gasketed, weather-stripped, or otherwise sealed.

Ensure that the appearance of the installed ceiling insulation matches that specified in the approved construction documents.

If the R-value or U-factor approach for compliance was used in the documentation, ensure that the installed insulation meets 
the minimum R-value or maximum U-factor required for the ceiling and climate zone per the approved construction documents.

Ensure that the continuous air barrier is properly installed.  Confirm that the air barrier is aligned with the insulation in any 
dropped ceiling/soffit and sealed.

Technical Validation(s): 

This section provides additional information and helpful resources.

Measure Guideline: Buried and/or Encapsulated Ducts [1]

Author(s):  Shapiro, Zoeller, Mantha

Organization(s):  CARB

Publication Date:  August 2013

Document covering the technical aspects of buried and insulated ducts, as well as the advantages, disadvantages, and risks of 
buried and insulated ducts compared to alternative strategies.

 

Building America Top Innovations 2013 Profile: Buried and Encapsulated Ducts [2]

Author(s):  PNNL

Organization(s):  PNNL

Publication Date: September 2013

Case study providing information about buried and encapsulated ducts.

 

Technology Solutions Case Study: Buried and Encapsulated Ducts, Jacksonville, Florida [3]

Author(s):  CARB

Organization(s):  CARB

Publication Date: November, 2013

Case study exploring how using buried and/or encapsulated ducts can reduce duct thermal losses in existing homes.

 

Compact Buried Ducts in Hot-Humid Climates [4]

Author(s):  D Mallay

Organization(s):  Home Innovation Research Labs

Publication Date:  January 2016

A system of compact, buried ducts provides a high-performance and cost-effective solution for delivering conditioned air 
throughout the building.  This report outlines research activities that are expected to facilitate adoption of compact buried duct 
systems by builders.  The results of this research would be scalable to many new house designs in most climates and markets, 
leading to wider industry acceptance and building code and energy program approval.
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http://apps1.eere.energy.gov/buildings/publications/pdfs/building_america/measure_guide_buried_encap_ducts.pdf
http://apps1.eere.energy.gov/buildings/publications/pdfs/building_america/ba_innovations_1-1-3_high_performance_ducts.pdf
http://energy.gov/sites/prod/files/2013/11/f5/case_study_buried_encaps_ducts.pdf
http://apps1.eere.energy.gov/buildings/publications/pdfs/building_america/compact-buried-ducts-hot-humid.pdf


ACCA Manual D – Residential Duct Systems, Air Conditioning Contractors of America, 2013.  https://www.acca.org/technical-
manual/manual-d/ [5]

ACCA Manual J – Residential Load Calculation, Air Conditioning Contractors of America, 2011.  
http://www.acca.org/technical-manual/manual-j/ [6]

ACCA Manual S – Residential Equipment Selection, Air Conditioning Contractors of America, 2013.  
http://www.acca.org/technical-manual/manual-s/ [7]

ACCA Standard 5: HVAC Quality Installation Specification, Air Conditioning Contractors of America, 2010.  
http://www.energystar.gov/ia/home_improvement/home_contractors/qispec.pdf [8]

ACCA Standard 9: HVAC Quality Installation Verification Protocols, Air Conditioning Contractors of America, 2009.  
http://www.energystar.gov/ia/home_improvement/home_contractors/QI_Verification_Protocols.pdf [9]

 

BASC Related Guides:

Compact Air Distribution, https://basc.pnnl.gov/resource-guides/compact-air-distribution [10]

Ducts Buried in Attic Insulation, https://basc.pnnl.gov/resource-guides/ducts-buried-attic-insulation [11]

Ducts Buried in Attic Insulation and Encapsulated, https://basc.pnnl.gov/resource-guides/ducts-buried-attic-insulation-
and-... [12]

Duct Leakage to the Outdoors, https://basc.pnnl.gov/resource-guides/duct-leakage-outdoors [13]
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https://www.acca.org/technical-manual/manual-d/
https://www.acca.org/technical-manual/manual-d/
http://www.acca.org/technical-manual/manual-j/
http://www.acca.org/technical-manual/manual-s/
http://www.energystar.gov/ia/home_improvement/home_contractors/qispec.pdf
http://www.energystar.gov/ia/home_improvement/home_contractors/QI_Verification_Protocols.pdf
https://basc.pnnl.gov/resource-guides/compact-air-distribution
https://basc.pnnl.gov/resource-guides/ducts-buried-attic-insulation
https://basc.pnnl.gov/resource-guides/ducts-buried-attic-insulation-and-encapsulated
https://basc.pnnl.gov/resource-guides/ducts-buried-attic-insulation-and-encapsulated
https://basc.pnnl.gov/resource-guides/duct-leakage-outdoors

