
METAL DRIP EDGE

(WMS)

ASPHALT SHINGLES

(WMS)

FULLY ADHERED MEMBRANE EXTENDING A MIN OF

FIRST 5' AT ROOF EDGE PERIMETER) OVERLAPPED

BY ROOFING PAPER

(WMS)

3/8" OSB OR PLYWOOD SHEATHING

(2) 2" LAYERS OF FOIL-FACED

POLYISOCYANURATE RIGID INSULATION;

JOINTS STAGGERED AND TAPED

(TCS)

* REFER TO CURRENT LOCAL AND STATE

BUILDING CODES FOR MINIMUM R-VALUE OF AIR

IMPERMEABLE INSULATION REQUIRED FOR

ROOF ASSEMBLIES IN YOUR CLIMATE

2x10 RAFTER

5/8" OSB OR PLYWOOD ROOF DECK

CAVITY INSULATION

(TCS)

6" CLOSED CELL SPF (HIGH DENSITY

2.0 PCF) AT PERIMETER

(ABS, TCS)

* REFER TO CURRENT LOCAL AND

STATE BUILDING CODES FOR MINIMUM

R-VALUE OF AIR IMPERMEABLE

INSULATION REQUIRED FOR ROOF

ASSEMBLIES IN YOUR CLIMATE

INSULATION BOARD (USED AS

BACK DAM FOR SPRAY FOAM)

FULLY ADHERED MEMBRANE ON ROOF DECK

(ABS. VCS)

CONTINUOUS BEAD OF SEALANT

(ABS)

IF USING EXTERIOR INSULATING

SHEATHING, NOTCH

AROUND RAFTER AND

ATTIC FLOOR JOISTS

ATTIC SUBFLOOR

ABS: Air Barrier System component

TCS: Thermal Control System component

VCS: Vapor Control System component

WMS:Water Management System component

UNVENTED ATTIC

2x10 RAFTER - INSULATION ABOVE ROOF DECK AND IN RAFTER CAVITY


