
METAL DRIP EDGE

(WMS)

CONTINUOUS BEAD OF SEALANT

(ABS)

ASPHALT SHINGLES

(WMS)

5/8" OSB OR PLYWOOD ROOF DECK

SPRAY FOAM PLASTIC INSULATION

(ABS, TCS, VCS)

* REFER TO CURRENT LOCAL AND STATE

BUILDING CODES FOR MINIMUM R-VALUE

OF AIR IMPERMEABLE INSULATION

REQUIRED FOR ROOF ASSEMBLIES IN

YOUR CLIMATE

* REFER TO CURRENT LOCAL AND STATE

BUILDING CODES FOR DEFINITION AND

REQUIREMENTS FOR IGNITION AND

THERMAL BARRIER AS WELL AS VAPOR

DIFFUSION RETARDER REQUIREMENTS

2x4 RAISED TRUSS

BLOCKING

FULLY AHDERED MEMBRANE COVERING  ENTIRE

ROOF DECK; OPTIONALLY, ONLY APPLY TO FIRST

5' AT ROOF EDGE PERIMETER WITH BUILDING

PAPER OVERLAPPING AND COVERING REMAINDER

OF ROOF

(WMS)

IF USING EXTERIOR INSULATING

SHEATHING, NOTCH AROUND TRUSS

END

ABS: Air Barrier System component

TCS: Thermal Control System component

VCS: Vapor Control System component

WMS:Water Management System component

UNVENTED ATTIC

2x4 RAISED TRUSS - INSULATION BELOW ROOF DECK


